TSB-3 

Tape Recorder Switching System 

Introduction 

Most Stereo pre-amps, integrated amplifiers and receivers have connections for only one tape recorderThe 
TSB-3 Tape Recorder Switching System was designed to eliminate rhe hacde of constantly rearranging wires 
and patchcords each time you wish a different hookup. By simply rotating theappropriate front panel knobs, 
you can record, playback and dub between three tape decks (DAT, Cassette, and Open Reel for example). 

Installation Considerations 

Place the TSB-3 on a flat surface close to the equipment you will be connecting to. Do not place the TSB-3 on 
top of any component that generates excessive heat 

Installation 

■ 

The basic rule when connecting tape recorders to any routing system is: 
Connect inputs to outputs; and outputs to inputs. 

Step by step you should: 

1 . Connect the tape output of your Recerver/Preamp (often 'abeled Record Output ) to the input on the TSB-3 
labeled "Receiver/Preamp" and 'Input*. 

2. Connect the tape input of your Receiver/Preamp (often labeled Play or Tape Input) to the output on the TSB- 
3 labeled -Recerver/Preamp- and " Output". 

3. Connect each of yout tape recorders to the TSB-3. For each rspe recorder, connect the tape recorders out- 
put (often labeled 'Play or Output") to the input on the TSB-3 labeled 'Tape 1, 2 or 3" and "Input". Then con- 
nect the tape recorders input (often labeled "Record cr Input") to the output on the TSB-3 labeled 'Tape 1 ,2, 
or 3" and 'Output'. 
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Operation 

To Make A Recording 

There is a knob ibr each tape deck which selects what is recorded onto that tape deck. The choices for Tap*, l 
are: 

Off — No signal is routed to this tape deck. Keep the selector ror any tape deck which is not in uje in ;hc 

"off position. 

Amp —You can record on Tape 1 whatever signal is selected on your Preamp/Receiver. Use this when 
recording from any source connected to your Preamp/Receiver. 

2 — You can record on Tape 1 the signal from Tape 2 or, you can "dub" from Tape 2 to Tape 1 . 

3 — You can record on Tape 1 the signal from Tape 3 or, you can "dub" from Tape 3 to Tape 1 . 

2 + 3 — You can record on Tape 1 either the signal from Tape 2 or the signal from Tape3. 

The same instructions hold for Tape 2 and Tape 3 except (hat the Tape 2 switch permits "dubbing" from Tape 
I and Tape 3, and (be Tape 3 switch permits "dubbing' from Tape 1 and Tape 1. Again, just as in the instruc- 
tions above, if you are not recording onto Tape 2 or Tape 3 keep the selector switch in the "On" position. 

To Play Back a Tape 

The right hand switch labeled "Play ' selects which tape deck you can play back. Notice that there is an "Off" 
and an "Amp' position. If you do not wish to listen to anything select "Off". If you wish to listen to whatever 
source is selected cn your Preamp/Receiver select "Off 



TSB-5 TAPE DECK SWITCHING SYSTEM 

| RECCRD 1 PLAY 




Overall Dimensions— 5 6/1 0" Deep by 7 W wide by 2 17/32' 

Switches— Silver-Plated, self-cleaning, double wipe contacts assure high reliability and a long life. 
Construction — 10C% Prime d Circuit Board Construction 
Warranty— 10 years 
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